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V-BELTS

NARROW WRAPPED
V-BELTS RMA | OLEOSTATIC
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BELT CHARACTERISTICS

SECTION 3V 5V 8V

a (mm) 9 15 25

s (mm) 8 13 23

Pitch length - internal length = ∆i (mm) 31 54 103

External length - pitch length = ∆e (mm) 20 27 41

Weigth (gr/m) 90 210 620

Min. Pulley diam. (Mm) 50 170 315

Working temperature -30°C / +80°C

Relevant standards RMA/MTPA IP22 - ASAE S 211-4

Relevant antistatic standard  ISO 1813

Materials CR blend - polyester cord - cotton/polyester fabric

TABLE 3 - CORRECTION FACTOR CL (according to type and length of the belt)

635  850  1080  1205  1270  1700  2030  2415  2690  3175  3555  3810  4570  5690  8000  8500  9000  10800  12060  12700 

3V  0,83  0,88  0,93  0,95  0,96  1,01  1,04  1,08  1,10  1,13  1,15 

5V  0,85  0,90  0,93  0,96  0,97  1,00  1,02  1,03  1,06  1,09  1,15  1,16  1,17 

8V  0,88  0,90  0,92  0,93  0,95  0,98  1,03  1,04  1,05  1,08  1,09  1,10 

TABLE 5 - INSTALLATION AND TAKE UP ALLOWANCE

L (mm)
Y (mm)

X (mm)
3V 5V 8V

635 / 1145 15 25

1205 / 3555 20 25 40 55

3810 / 5080 25 45 65

5385 / 6350 35 45 105

6730 / 9000 35 50 105

9500 / 12700 50 140


