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BELT CHATACTERISTICS

SECTION RA RB RC RSPZ RSPA RSPB RSPC R3V R5V R8V R3VX R5VX

a (mm) 13 17 22 9.7 12.7 16.3 22 9 15 25 9 15

s (mm) 8 11 14 8 10 13 18 8 13 23 8 13

t (mm) 10 13 16 10,5 12,5 15,5 22,5 10 15 25,5 10 15

e (mm ± 0,3) 15 19 25.5 12 15 19 25,5 10,3 17,5 28,6 10,3 17,5

Pitch length - internal length = i (mm) 33 43 62 39 47 61 86 31 54 103

Working temperature -30°C / +80°C

Relevant standards ASAE S 211.4 - ISO 8419

Materials CR / SBR blend - polyester cord

Pluriband are special belts capable of transmiting very high loads. The structure 
is made to be equivalent in performances to a number of corresponding V-belts: 
a Pluriband A47-1200-5 has the same performance of 5 A47 belts working 
in parallel. The procedure for engineering a system using Pluriband belts is 
the same as described in the technical calculation chapter, using the same 
performance data as the corresponding V-belt profile.

PLURIBAND

RA SECTION

CODE
INTERNAL 
LENGTH  
LI (mm)

RA 47 1200

RA 51 1300

RA 56 1422

RA 57 1450

RA 59 1500

RA 64 1625

RA 67 1700

RA 71 1800

RA SECTION

CODE
INTERNAL 
LENGTH  
LI (mm)

RA 75 1900

RA 79 2000

RA 88 2240

RA 98 2500

RA 100 2540

RA 104 2650

RA 112 2845

RA 120 3048

RA SECTION

CODE
INTERNAL 
LENGTH  
LI (mm)

RA 128 3250

RA 144 3658

RA 158 4000

RA 167 4250

RA 187 4750

RA 197 5000

RA 210 5334

RA 217 5477
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