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BELT CHARACTERISTICS

SECTION AX BX CX

a (mm) 13 17 22

s (mm) 8 11 14

Pitch length - internal length = ∆i (mm) 33 43 62

External length - pitch length = ∆e (mm) 17 26 26

Weigth (gr/m) 114 162 297

Min. Pulley diam. (Mm) 63 90 140

Working temperature -40°C / +110°C

Relevant standards RMA/MPTA IP20 - DIN 2215

Relevant antistatic standard ISO 1813

Materials EPDM compound - polyester cord

TABLE 3 - CORRECTION FACTOR CL (according to type and length of the belt)

9½ 16 22 24 28 32 35 48 53 75 81 90 128

AX 0,73 0,79 0,8 0,83 0,85 0,87 0,93 0,95 1,03 1,05 1,07 1,16

BX 0,98 0,73 0,75 0,77 0,8 0,81 0,87 0,89 0,96 1 1,08

CX 0,72 0,73 0,79 0,8 0,87 0,88 0,9 0,97

TABLE 5 - INSTALLATION AND TAKE UP ALLOWANCE

L (mm)
Y (mm)

X (mm)
AX BX CX

500 / 1000 19 25 - 25

1001 / 1500 19 25 38 38

1501 / 2500 19 32 38 51

2501 / 3000 25 32 38 63

3001 / 3500 25 38 38 75


